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Dandy Bag® 
INLET PROTECTION SYSTEM  

 
Sediment Only Model  

Oil and Sediment Model  

 
INSTALLATION AND MAINTENANCE INSTRUCTIONS 

 
Installation: 
1. The empty Dandy Bag® should be placed over the grate as the grate stands on end. 
 
2. For Oil and Sediment Model; to install or replace absorbent, place absorbent pillow 
in pouch, on the bottom (below-grade side) of the unit.  As desired, or required, attach 
absorbent pillow to provided tether loop. 
 
3. Tuck the enclosure flap inside to completely enclose the grate. 
 
4. Holding the lifting devices*, insert the grate into the inlet being careful not to damage 
the Dandy Bag® unit.  
 
5. If the unit is not installed in this manner, it will not function properly. The user is 
solely responsible for compliance with installation laws and regulations.  The 
manufacturer or seller assumes no responsibility for proper or improper installation. 
 
Maintenance and Disposal: 
1. Remove all accumulated sediment and debris from surface and vicinity of unit after 
each storm event.  If the unit is not maintained in this manner, it will not function 
properly. 
 
2. For Oil and Sediment Model; remove and replace absorbent when near saturation.  
If the absorbent is not replaced in this manner, the unit will not function properly. 
 
3. Dispose of unit and/or absorbent in accordance with applicable Federal, state and 
local environmental laws and regulations. The user is solely responsible for compliance 

with maintenance and disposal laws and regulations.  The manufacturer 
or seller assumes no responsibility for proper or improper maintenance or 
disposal. 
 
*Do not relay on lifting devices to support the entire weight of the grate. 


